Design of delay elements in a binary optical
true-time-delay device that uses a White cell

S. Kunathikom, B. L. Anderson, and S. A. Collins, Jr.

A White-cell-based binary optical true-time-delay device has two parts:
Here we discuss in detail the design of both glass blocks and lens trains
Glass blocks can be used in our design for delays ranging from one to a few hundred
Lens trains are suitable for longer delays.
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1. Introduction

Optical devices that produce true-time delays for
phased-array antennas have generated recent inter-
est.! Published approaches include fiber delay
lines,2-> wavelength division multiplexing,-8 Bragg
gratings,®-12 acousto-optics,!? waveguides,'415 opto-
electronic integrated circuits,’® and free-space
approaches.17-20

We have proposed an approach based on the White
cell.21-23  Briefly the original White cell24 is an ar-
rangement of mirrors that can provide multiple
bounces for a large number of input beams, which are
refocused on every bounce. Each beam forms a
unique set of spots, with the number of spots being
equal to the number of passes. A spatial light mod-
ulator (SLM) placed in the plane of the spots can thus
switch each beam on each bounce. We switch
among paths of varying lengths to produce the de-
lays.

In this paper we are concerned with binary cells.
These are devices that incorporate two White cells
with a SLM to select between them. One switch
state sends a beam to a null White cell path, whereas
the other switch state sends the beam via another
White cell to a delay element. It is possible for hun-
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the controller, or switching

We also analyze the loss associated with each

dreds or thousands of light beams to circulate in the
White cell simultaneously. Each input beam also
makes a specific and unique spot pattern on the SLM.
These spots are arranged in columns. In a binary
cell we associate each column with a different delay;
that is, on the first bounce, a beam sent to the delay
element undergoes a time delay of A, where A is the
time delay increment. On the second bounce the
spot forms in the next column and the beam is de-
layed by 2A, and so on.

The binary cell has two main components: the
switching engine, which contains the White cell and
switches beams on each bounce to either the null path
or a delay path, and the delay elements themselves.
We have reported the switching engine separately.25
Here we address in detail the design of the delay
elements themselves. We organize the paper as fol-
lows. In Section 2 we briefly present the binary ar-
chitecture and then discuss the use of glass blocks as
delay elements. In Section 3 we address the prob-
lem of producing long delays while avoiding the di-
vergence problem associated with all free-space
approaches. In Section 4 we calculate the losses for
each type of delay element. Finally, in Section 5 we
provide a discussion and a summary.

2. The Binary Cell and Glass Blocks As Delay
Elements

The top of Fig. 1 shows the original White cell,24
which consists of three spherical mirrors: one field
mirror (mirror A on the right) and two objective mir-
rors. A turning mirror is used to bring beams into
and out of the cell. A beam bouncing back and forth
between them is refocused to a spot on each pass.
Because the White cell has been explained in detail
elsewhere,22:23.26 we will repeat only the main points
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Fig. 1. In the original White cell (top), the field mirror, which is
spherical, can be replaced with a flat mirror and a lens. The flat
mirror can be divided into two parts, one for even-numbered light
bounces and one for odd. Replacing one of these mirrors with a
LC SLM (bottom) permits the beam to be switched on every
bounce.

here. First, a beam circulating in the White cell
traces out a particular spot pattern, usually in two
rows, with, for example, even-numbered spots going
from left to right across the top of the field mirror and
odd-numbered spots going from right to left across
the bottom. Second, many beams can simulta-
neously circulate inside the White cell. The figure
shows a rectangular array of input spots that is re-
imaged multiple times on the field mirror. Each
beam within that array, however, traces out a unique
spot pattern that is independent of any other beam.
In other words, none of the spots overlap or coincide.

Each of these spots represents an opportunity to
switch a beam without affecting the others. To
make it possible to switch beams as they travel back
and forth, we replace field mirror A with a SLM. To
make the transition from a simple White cell to a
time-delay device, we first recognize that a spherical
mirror is functionally the same as a flat mirror and a
lens (second step in Fig. 1). Further, because the
spots appear in two groups—even-numbered ones on
top and odd-numbered ones on the bottom—we can
divide the flat mirror into two mirrors that can then
be separated in space. Then we let the bottom flat
mirror be a SLM. Here we are assuming a liquid-
crystal (LC) SLM; therefore, we add a polarizing

beam splitter in front of it. We also move the field
lens to the other side of the beam splitter.

Figure 2(a) shows that a second White cell can now
be added. A beam whose polarization is horizontal
passes through the beam splitter, and, provided its
polarization remains the same, that beam circulates
in the BC White cell. The beam makes its even-
numbered bounces on the flat mirror labeled auxil-
iary mirror I and its odd numbered bounces on the
SLM. If, however, on a particular bounce the polar-
ization is changed by the SLM, then the beam is
diverted by the beam splitter, and the light goes to
the EF White cell. In this case, the light goes to
mirror E, which forms the next even-numbered spot
on auxiliary mirror II, and returns by mirror F and
the beam splitter back to the SLM for the next odd-
numbered spot.

Hundreds or thousands of beams can circulate si-
multaneously in the White cell. For simplicity, how-
ever, Figure 2(b) shows the spot pattern for only five
hypothetical beams. They enter the White cell by
means of the turning mirror on the left of the SLM
plane, where they are imaged as spots. The turning
mirror then directs the beams to mirror B, which
reimages them onto an array of five new spots
(bounce labeled 1) on the SLM. At this point each of
the five spots lands on a different pixel, where its
polarization can either be changed or remain the
same. Each beam in this example makes 16 bounces
in the White cell and can be switched to either aux-
iliary mirror I or II for its next even-numbered
bounce.

To change this arrangement to a time-delay device,
we replace auxiliary mirror II with some type of delay
element. We choose here a set of glass (or other
dielectric) blocks, as shown in Fig. 2(c). These
blocks have a refractive index higher than that of air
and thus slow the beams down. The back of each
block is reflective, and it is here that the beams form
their even-numbered spots. The beams return to
the SLM in exactly the same place as if they had gone
to auxiliary mirror I. This is because the centers of
curvature of mirrors E and F are coaligned with the
centers of curvature of mirrors B and C, respective-
ly.21 The beams that are sent to the glass blocks,
however, are delayed compared with the beams sent
to auxiliary mirror I. We will show that staggering
the backs of the blocks and extending their fronts
beyond the plane of the original auxiliary mirror II
will preserve the imaging conditions of the White cell.

The first glass block produces a time delay of the
chosen time increment A. A beam directed to the
delay element on the second bounce takes A longer to
return to the SLM than does a beam sent to auxiliary
mirror I. The second glass block is twice as deep and
produces a delay of 2A. The other blocks (4, 6, 8,
etc.) delay the beam by 4A, 8A, 16A, and so forth. A
beam sent to the delay element on every bounce ac-
cumulates the maximum relative time delay. If the
total number of bounces is m, then there are m/2
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Fig. 2. (a) Dual White cell sharing a common beam splitter.
(b) Spot patterns for five input beams. The odd-numbered
spots form on the SLM. The even-numbered spots form on
either auxiliary mirror I or auxiliary mirror II. (c) Auxiliary
mirror II is replaced by a time-delay device (here a set of glass
blocks). In the binary cell, each even-numbered spot that
forms on the time-delay element is delayed twice as long as the
delay from the previous bounce.

delay blocks, and the maximum delay N that can be
produced is

N = 2m/2, (1)

We call this arrangement a binary cell. Any integer
multiple of the time-delay increment A (from zero to
N) can be obtained independently for each beam.

The number of bounces is fixed for all light beams;
only the path changes. Note that a beam circulating
entirely in the BC cell still incurs some overall delay.
The propagation time of every beam through the
White cell is at least as long as the overall delay.
Because this delay is common to all beams, it is in
effect subtracted out. It is the differences in the
path lengths that create the relative delays.

A. Glass Block Design

To design a glass block to produce a delay of specified
length, we must satisfy the imaging conditions of the
White cell. In the original White cell, there are two
imaging conditions: (1) either objective mirror must
image the field mirror back onto itself and (2) The
field mirror images one objective mirror onto the
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other. In the true-time-delay device, these condi-
tions can be restated as follows:

1. The SLM must image onto auxiliary mirror 1
through either mirror B or C. Similarly the SLM
must image onto the backs of the glass blocks through
either mirror E or F.

2. Mirrors B and C must be imaged onto each
other by either auxiliary mirror I and lens f; or the
SLM and lens f;; and mirrors E and F must image
onto each other by either the SLM and lens f, or by
the glass blocks and lens f,.

Figure 3 shows a top view of the SLM, the beam
splitter, lens f;, and the White cell mirrors E and F.
Conjugate to the SLM is a glass block of thickness d
set a distance dj from the lens. The plane of the
imaginary auxiliary mirror II is closer to the beam
splitter than is the SLM’s reflective surface in order to
compensate for the refractive index of the polarizing
beam splitter. The size of the polarizing beam split-
ter (dashed square) is d; and its refractive index is n;.
The BC White cell is equivalent, with dg- = dgp, f1 =
fo, and d§ = d, (dy = 0), where f; is the focal length of
lens f;, etc.
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Fig. 3. Top view of a White cell containing a glass block delay
element.

We use paraxial ray analysis to design the cell.
That is, we write the ABCD matrices for each of the
optical elements and then multiply them together to
get the resulting matrix for a given path. To have
imaging, we set the B element of the result equal to
zero. As has been described elsewhere,21:23 the con-
dition that the objective mirrors must image onto
each other gives the result that dzz should be equal
to f1.

The focal length of the spherical mirror is found
from the other imaging condition, which stipulates
that the SLM must image onto the back of the glass
block. Let us suppose for a moment that there is no
glass block; that is, the reflective surface is at the
location of the original auxiliary mirror II. If we
write out the ABCD matrices for each of the optical
elements in the path from the SLM to the auxiliary
mirror position and set the B element of the product
to zero to give imaging, we obtain the following result:

dl) de
n, fi '

This gives an expression for f, the focal length of the
spherical mirror:

f:(dl)' (3)
211 -

Next we observe that when there is no glass block, the
spots image on the equivalent auxiliary mirror plane.
As glass is added, the distance d, between the lens
and the reflective surface will increase. Letd, ,;, be

B:O:2(dEF_ (2)

the minimum possible distance between the lens and
the reflective surface, which occurs in the BC White
cell and contains auxiliary mirror I. The expression
for d, i, 1S given by?2!

od d302 d, 4
Ry @

The minimum possible transit time for one round trip
through the cell occurs for a beam going through the
BC White cell:

d2 min —

2
Toin = — (n1dq + 2dpe + dg min)
C

2 dgd® d
= - |:n1d1 + ZdBC + 2<2dBC - =Be - 1):| .
c fi ny
(5)

Now we wish to introduce a specified delay. We not
only need to choose the length of the glass block so
that the overall transit time for one round trip is
greater than T, , by some increment A, we must also
continue to satisfy the imaging conditions. We write
the matrix for the system, this time including matri-
ces for the distance d¥, the block length dj, and the
block index n,. Setting the resulting B element to
zero gives the following equation?:

d} dg? d
2 rdl=2dgy — 2 2L (6)
ny f nq

The transit time 77 for one pass from the SLM to the
reflective surface of the delay block and back is

cTy

Setting the desired time-delay increment to A = T, —

T nin, the results are
Ny

d; =77 AT 8

d,=d $7AT d; 9

2 Zmln ( 2+ 1) 2 2

b= dy—dy = dyp + | — 2| S AT

2= Q2 2 = Q2 min nat1 np—1|2 .
(10)

Equations (8) and (10) together give the length and
position required for a particular delay block.

B. Beam Divergence and Maximum Block Length

There is a limit to the length that a glass block can
have before the sides of the block truncate the diverg-
ing beams. In this section we address the question
of the maximum delay that we can obtain with this
method.

Figure 4 illustrates this problem. A beam focused
to a spot on the back of the glass block will necessarily
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Fig. 4. Thereis alimit to the time delay that can be obtained with
glass blocks because the beam divergence will eventually cause
truncation.

diverge. The pixel pitch P on the SLM sets the
width of the blocks because it is also the spot pitch.
The spot size at the reflective back of the block is w,,
the beam waist. The spot size at the front of the
block, for Gaussian beams, is given by

22 271/2
1+|(—— 11
sl [ an
where n, is the refractive index of the block; z is the
length of the block; and %k, = 2w \,, where )\, is the
free-space wavelength. Ifwe integrate the energy in

the Gaussian spot of size w(z) over a square region
equal to the width of the block W, the resulting power

ratio is
. 2
Pooiure low
captured _ [erf[ A ” . (12)

w(z) = w,

Ptotal 2LU(Z)

If we require that 99.99% of the energy be captured
(not truncated), the result is that the spot size w(z)
(i.e., 1/e of the field) should be approximately equal to

w(z)
w

~ 0.26. (13)

As an example, consider an LC SLM with 100-pm
square pixels on a 250-um pitch, and a light beam of
A= 1.3 pm. Tomaintain 99.99% of the energy when
the beam reflects off the 100-pum pixel, the beam
waist should be w, = 26 wm, from relation (13). If
there is M = 1 magnification from the SLM to the
glass blocks, then the block width is equal to the pixel
pitch and W = 250 pm. Thus the beam of waist w,
cannot expand to greater than a 1/¢ field radius of
w(z) = 250 pm X 0.26 = 65 pm. Substituting into
Eq. (11), we find the maximum block length of 3.0 mm
for n, = 1.5, or an attainable round-trip delay of 30
ps.
There are two ways to improve this to achieve a
little more range. One is to magnify the image of the
SLM onto the plane of the glass blocks, thereby ef-
fectively increasing both the pitch and the tolerable
block depth. This also has the effect of increasing
the spot’s size and thus reducing the beam diver-
gence. The other way to increase the delays is to
increase the refractive index of the delay blocks.
Figure 5 shows the effects of both magnification and
refractive index. Here we have plotted the maxi-
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Fig. 5. Effect of magnification and refractive index on the maxi-
mum allowable delay for a glass block.

mum attainable delay for A = 1.3 pm, P = 250 pum,
and w, = 26 pm as a function of refractive index for
various values of magnification. One can obtain de-
lays into the nanosecond range by increasing both the
refractive index and the magnification. The trade-
offs are that higher-index materials may be more
expensive, and that increasing the magnification
tends to increase the overall size of the apparatus.

C. Glass Block Design Example

Let us now give a specific design example. We as-
sume a wavelength of A\ = 1.3 pm. The SLM is taken
to be a 16 X 16 array of 100-pm square pixels on a
250-pm pitch. The beam waist is 25 pm, and the
magnification of the SLM onto the glass blocks is
taken to be M = 1.67, resulting in a block pitch of W =
417.5 pm. We take our basic time-delay increment
to be 1 ps. Finally, we assume n, = 1.5.

Figure 6 shows a top view of the glass block assem-
bly. We have 7 bits of delay, or seven blocks. The
dotted line shows the position of the original auxil-
iary mirror II equivalent plane, and the distances A,,

Equivalent
BACK ‘ Auxiliary Mirror FRONT
' Plane
Ay, Al
By, B,
Cp CL
Dy
Ey
F — 0 ) o
% G |

Fig. 6. Glass block design sample, with a time-delay increment of
1 ps. The dimensions are listed in Table 1.



Table 1. Dimensions for Glass Blocks of Design Sample

Glass Block

Dimension A B C D E F G
Time delay (ps) 1 2 4 8 16 32 64
Back distance of A,, 3.78 3.72 3.6 3.66 2.88 192 0
etc. (mm)

Length of A;, etc. 0.18 0.36 0.72 1.44 2.88 5.76 11.52
(mm)

Front distance of A, 7.56 7.44 7.20 6.42 5.76 3.84 0
etc. (mm)

B,, etc. are the distances from the back edge of the
block assembly (the back of the longest block) to the
backs of the individual blocks. The lengths are A;,
By, etc., and the front distances are A, By, and so on.
The values, along with the delays, are given in Table
1. The maximum delay is obtained by visiting the
glass blocks on every bounce for a total of 7' = 127A.
Including zero, this represents 128 different sequen-
tial delays.

3. Lens Trains

In Section 2 we saw that glass blocks could be used for
short delays, but we still need a solution for long
delays. To address this we replace auxiliary mirror
II from Fig. 2 with a lens train, as shown in Fig.
7(a).2! The spots are formed in columns on the en-
trance to the lens train, which is located on the right-
hand side of the figure. Each group of lenses
reimages the spots onto the next conjugate plane
(CP). At each CP there is a mirror strip that reflects
the spots in that particular column back. The other
spots continue deeper into the lens train. In Fig.
7(a) we show five columns, which represent the five
possible bounces to this plane (ten bounces total).
We also show several lens groups with three lenses
each. The spots are reimaged from the entrance
plane onto each of the conjugate planes CP;, CP,,
CP,, etc. The center lens of each lens group per-
forms the imaging. The other lenses are field lenses
and are discussed below. First, however, let us
slowly go through the operation of the lens train.

The beams enter from the right-hand side as spots.
Those that arrive on the first even-numbered bounce
(bounce 2) pass through the right-most column of the
entrance plane, and the spots are reimaged onto CP,
with magnification M = —1. This puts the column
corresponding to bounce 2 on the left-hand side of
CP,. Here, there is a strip mirror that reflects the
spots back so that they are reimaged back onto the
entrance—exit plane and then propagate back into
the White cell. The spots returning to the White cell
look identical in terms of size, divergence, shape, etc.,
to those that would have struck the auxiliary mirror,
except they have been delayed by an extra time in-
crement equal to the round-trip propagation time be-
tween the lens train entrance plane and CP;. This
propagation time is the delay increment A.

Spots sent to the lens train on bounce 4 pass

Lens group 4 Lensgroup3 LG2 LG1
' | entrance
CPy CP3 P CP4 and ex1t
bounce mlrror beam
nuber strip spots
(@)
CP3 Lens Group 3 CP,

field lenses

mirror

strip bounce

number
(b)

Fig. 7. Lens train (a) The spots are reimaged onto each conjugate
plane. A mirror strip in each conjugate plane (CP) intercepts the
appropriate column of the spot pattern and returns it to the White
cell.l (b) Close-up of lens group 3.

through the second column of the entrance plane, and
when they arrive at CP; they are also in the second
column and thus miss the strip mirror. These
beams continue on and are reimaged to the second
column of CP,, where there is a second strip mirror.
The round-trip time through these two lens groups is
set to 2A; that is, the second lens group is the same
length as the first. The length of the third lens
group is equal to twice the length of the previous
groups combined, or 4A, and so on, to create the bi-
nary sequence.

We said before that the center lens in each lens
group images one conjugate plane onto the next, as
shown in Figure 7(b). The center lens in each group
mimics the function of the spherical mirrors (objec-
tive mirrors) E or F (or B or C) because it in effect
images one spot pattern to another, just as E images
the SLM plane onto the entrance to the lens train.
Next we discuss the lenses positioned on either side of
the conjugate planes: field lenses. They perform
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the other imaging function of the White cell, which is
equivalent to imaging one spherical mirror onto the
other, such as E onto F.

For example, consider a beam entering the first
lens group. Let us suppose that the beam in ques-
tion is arriving during bounce 2, so that it will be
reflected at CP;. The lens at the right-hand side of
lens group 1 images mirror E onto the center lens
(White cell imaging condition 2). The center lens
images the entrance plane onto CP, (imaging condi-
tion 1). The left-hand lens must image the center
lens back onto itself as the beam is reflected (imaging
condition 2 again). Note that the beam passes
through the left-hand lens twice.

If the beam entering the lens train arrives on a
later bounce, it must pass through CP, and progress
on to CP,. Therefore the right-hand lens in lens
group (LG) 2, in conjunction with the last lens of the
previous lens group, should image the center lens of
LG1 onto the center lens of LG2 (second imaging
condition). The remaining lenses are chosen in a
similar manner.

We next comment on the lens diameters. Note
that the magnification from each conjugate plane to
any other conjugate plane is M = —1. This is be-
cause within each lens group the object distance for
the center lens is equal to the image distance. This
implies that all the lenses adjacent to the conjugate
planes have equal diameters that are sufficiently
large to cover the spot array. However, the object
and image distances for these lenses are not the
same, which results in magnification from one center
lens to the next. In short, the diameters of the cen-
ter lenses will tend to increase with increasing lens
train length.

Lens Train Design Sample: In this section we
present a specific design. We again assume a 16 X
16 array of 100-p.m pixels on a 250-pm pitch on the
SLM. We will take the fundamental time increment
for the lens train to start at 2° = 512 ps. This ex-
ample provides 6 total bits of delay in the lens train,
ranging from increments between 512 ps and 8,192
ps, for a total maximum delay of 16 ns. The overall
length of this lens train is 2.46 m. Our design rules
require singlet lenses and f/6 imaging.

Within each lens group, there are right, left, and
center lenses with corresponding focal lengths £., f,.,
and f;. Table 2 shows the delay time for each lens
group, the required focal lengths for each lens within
that group, and the required minimum diameters.

Note that the lens on the right-hand side of the first
lens group does not have the same focal length as the
lens on the left-hand side. This is because the
former is positioned at the entrance to the lens train,
where there is no corresponding lens to the left-hand
side.

4. Fibers as Delay Elements

Yet another potential solution for producing long de-
lays entails the placement of arrays of fiber in the
delay element. One could place a bank of fibers of
the same length in each row at the equivalent plane
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Table 2. Specific Values for Lenses in Lens Train Design Sample in

Section 3.1
Lens Group

Value 1 2 3 4 5 6

Time delay of 512 512 1024 2048 4096 8192
group (ps)

f. (mm) 19.2 19.2 38.4 76.8 253.6 307.2
f; (mm) 384 384 76.8 153.6 307.2 6144
f, (mm) 30.1 384 76.8 153.6 307.2 614.4
D, (mm) 7.5 7.5 15 30 60 120
D, (mm) 6.4 6.4 6.4 6.4 6.4 6.4
D, (mm) 6.4 6.4 6.4 6.4 6.4 6.4

of auxiliary mirror II, with one fiber per input beam
and with the length doubling from column to column.
One cannot, however, simply put a reflective coating
on the backs of the fibers and treat them as individual
glass blocks. This is because when the light enters
the delay element it arrives from one objective mirror
(e.g., mirror E), but when it departs it must go to the
other mirror in that White cell, as shown in Fig. 8(a),
with the auxiliary mirror standing in for the delay
element. (We show the objective mirrors stacked
one above the other rather than side by side as in
earlier figures; this makes no difference.) When
there is a flat mirror, as in Fig. 8(a), light is incident
at some angle and reflects at the corresponding angle.
In fiber, however, the light must not only have a
particular angle with respect to the fiber core, it must
also enter and leave at the very same angle, require-
ments that frustrate White cell operation.

This problem can be avoided, however, by the use of
a design such as that shown in Fig. 8(b). Here mir-
ror E images the spots from the SLM onto an array of
optical fibers, all tilted to the correct angle. The
light propagates through the fibers and emerges at
the output plane of the delay element, which is tilted
to direct the beams to mirror F. Now mirror F is
arranged to image the output faces of those fibers
back onto the SLM at the next appropriate spot loca-
tions.

The use of fiber may not be practical, however,
since on the one hand the fibers must be single mode
to avoid modal dispersion that would produce ambi-
guity in the time delays, whereas on the other hand
coupling multiple times into single-mode fiber from
free space would be prohibitively lossy. The use of
graded index fibers might minimize the intermodal
dispersion, but there is debate as to whether the
modal coupling would alter the spot size or shape as
the beams go through the fibers. In a White cell, the
spot that goes into the delay element, whatever it is,
should look the same when it comes out, since it will
be replicated many times. One can hope that recent
developments in the area of photonic band gap fibers
with very large single modes will yield a design that
simultaneously prevents intermodal dispersion and
provides a very large mode for multiple coupling.
This is an area for future work.
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Fig. 8. Fibers as delay elements. The input and output planes
are tipped to receive light from mirror E and return it to mirror F.
The field lenses are not shown.

5. Loss in Delay Elements

When using optical true-time delay (or any other
time-delay device) to steer phased-array antennas,
one must keep the loss as low as possible. RF sys-
tems are much less forgiving of noise than, say, dig-
ital systems. Furthermore it is imperative to keep
the losses constant; that is, they should not depend on
the delay selected because variations in amplitudes of
the signals reaching the antenna elements can cause
unintended beam shaping. In this section we ana-
lyze the expected losses for delay elements imple-
mented with glass blocks and lens trains as a
function of delay selected. We will consider only the
losses of the delay elements, not the switching engine
(the two White cells and spatial light modulator), for
they have been addressed elsewhere?3 in the context
of a similar device with the same components. Also
discussed in Ref. 23 is interelement cross talk due to
imperfect polarization switching stemming from lim-
itations of both the liquid crystal and the beam split-
ter.

In what follows, we consider reflection and trans-
mission losses in the delay elements. We assume all
transmitting surfaces to be treated with antireflec-
tive coatings with a loss of 0.25%. We also assume
all reflecting surfaces to be dielectric mirrors with
reflection coefficients 0of 0.999. We neglect the effect
of truncation losses based on the assumption that,
with a precise choice of spot size, the power loss due
to truncation by the block edges is less than 0.0001%.

Finally, we consider as many as 8 bits of delay in each
case.

A. Loss in Glass Blocks

The glass block mechanisms are very simple. The
losses that can be expected are Fresnel reflection loss
from the front surface of the glass and reflectivity loss
from the mirror at the back. The primary assump-
tions here are that truncation or diffraction losses are
negligible and that the fronts of the blocks are anti-
reflection coated. The transmission for a single de-
lay block, neglecting absorption or scattering, is

Tpg=TrRyTr= RMTF2
=(0.999)(0.9975)? = 0.994,

or a 0.0218-dB loss.

We can calculate the loss in decibels that occurs in
the binary cell with N delay elements (e.g., N glass
blocks or IV lens groups). If the delay selected is nA,
then the loss is

Loss = —{10N log(Tsw) + [ f.(n)]10 log(R,)
+ [N = f1(n)]10 log(Tpg)}, (15)

where R, is the reflection coefficient of the auxiliary
mirror, Ty is the loss per pass through the switching
engine, T'p is the transmission through a given delay
block, and f;(n) is the number of times the beam is
sent to the null path.

The function f;(n) is found as follows. First the
selected delay (n) is converted to an N-bit binary
number. Next we number the bits from least to
most significant, letting i = 1 represent the least
significant bit and i = 8 represent the most signifi-
cant one. We then let a; be the value of the ith digit
(1 or 0) in the binary representation. Then the num-
ber of glass blocks visited is equal to = ; a;, and the
number of visits to the null path is given by

(14)

N
fin)=N - a,. (16)

i=1
Because the total number of bounces is fixed, NV is also
fixed and the first term of Eq. (15) is constant. Fig-
ure 9 shows the total loss accumulated through the
delay blocks, excluding the switching engine, as a
function of delay selected. The possible variation in
signal strength is +0.2 dB.

B. Loss in Lens Train

The loss in the lens train is more complicated. It is
given by
Loss = —[10N log(Tsw) + f1(n)10 log(R;,)
+ f2(n)10 log(T,")]. 7)

Here T} is the transmission of a lens (Tf2) and / is the
number of lenses per lens group (in our case [ = 3).
The procedure for determining the function f,,(n) is as
follows. The selected delay (n) is again converted to
an N-bit binary number. For example, suppose a
delay of 200A is selected, and suppose we have an
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Fig. 9. Losses in the glass block delay element as a function of the delay number.

8-bit system (N = 8). The binary representation of
200 is 11001000. On the least significant bit the
beam passes through one lens group in the lens train.
In our example, however, the least significant bit is
zero, so the beam travels the null path instead. On
the fourth bit (i = 4) our example contains a one, so
the beam travels the delay path. Here the beam
passes through four lens groups, so the total loss for
that pass is four times the loss per lens group. On
bit 5, the beam goes to the null path again, and so on.
Thus the function f;(n) represents the total number of
lens groups that the beam encounters for a given
delay. It is given by

N
fon) = > aii. (18)

i=1
Figure 10 shows the loss in the lens train as a func-
tion of delay selected. Note the change in scale com-
pared with Fig. 9 for glass blocks. The total
variation in signal power for the lens train is close to
4.7dB. Theloss curve for glass blocks is included for
comparison.

In either the glass block or the lens train case, the
variation in signal power could be smoothed out by
the application of the appropriate attenuation in
strips to the auxiliary mirror; that is, the first strip
should produce a loss equal to that of the first delay,
etc. However, there is no getting around the total
loss.

C. Comparison with the Quadratic White Cell Optical
True-Time-Delay Device

In previous work we described other, simpler optical
true-time-delay devices based on the White cell. In
particular, in Ref. 23 we described a quadratic cell
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with a LC SLM. Like the binary cell, the quadratic
cell consists of two White cells joined by a polarizing
beam splitter and a SLM. In the binary cell, how-
ever, the four spherical mirrors of the White cell are
all equidistant from the spot image plane(s). One
White cell delivers the spots to a delay device; the
other sends the beams to a null path. In the qua-
dratic cell, the spherical mirrors are different dis-
tances from the SLM, producing delays that
accumulate on every bounce. There is no separate
delay-producing device. The number of delays ob-
tainable in a quadratic LC-based true-time-delay
White cell is proportional to m?, as compared with 2™
for the binary cell. The binary function grows much
faster, which means that the number of delays it can
produce for a given number of bounces will always be
better than that produced by the quadratic cell and
will have a corresponding lower optical loss.

Figure 11 shows a comparison of the total loss in
White-cell-based binary with that in quadratic cells
as a function of the maximum possible number of
delays. Two binary cells are included: One uses
glass blocks as the delay elements and the other uses
a lens train with three lenses per group. In all three
cases, the losses of the LC SLM and the polarizing
beam splitter are included and are all the same. As
expected, the losses in the binary cell are much less,
and the advantage improves as the number of delays
increases. The trade-off is that the binary cell, with
its specific delay elements, is more complex and has
variation in loss depending on the delay selected.
The quadratic cell, on the other hand, has the same
loss for all delays because the number of components
visited on every pass is the same whether it entails a
long White cell arm or a short one.
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6. Discussion and Summary

From a complexity as well as a loss point of view, the
glass blocks offer a delay mechanism in binary White
cell-based optical true-time-delay devices that is
preferable to the lens trains. The loss for the glass
blocks is lower and less variable, which results in
better shaping of the radar beams in phased-array
antennas. However, because of the inevitable beam
divergence associated with glass blocks they are not

Loss comparisons among a binary cell with glass blocks, a binary cell with a lens train, and a quadratic cell.23

suitable for long delays. Another solution, such as a
lens train, is needed for longer delays.

The reader may have noticed that in our example
designs we ended with a maximum delay of 127 ps in
the glass block design but started the lens train at
512 ps. The range between requires a little extra
effort to achieve. The shortest lens group requires
lenses of 19-mm focal length, about as small as can be
reasonably achieved with standard singlet lenses of
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sufficient diameter to accommodate our postulated
SLM. For shorter lens groups, to extend the range
to shorter delays will require a more sophisticated
lens design to limit the accuracy of aberrations.
This is especially important in cases where there are
many input beams and the spot array is large.

The range of the glass blocks, on the other hand,
can be extended to longer delays by magnifying the
SLM plane onto the delay element, by increasing the
refractive index of the blocks (e.g., by using lithium
niobate or some other high-index material), or by
employing some combination of the two.

We have presented two possible delay mechanisms
for use in a binary White cell. Compared with ear-
lier quadratic devices the binary cell can produce far
more delays for a given number of bounces. Given
that optical loss increases with the number of
bounces the binary cell offers the distinct advantage
of allowing both variables to be minimized.

We mention in passing that liquid crystals may not
be optimal for the SLMs. Apart from the issue of
environmental robustness, the losses are fairly high,
amounting to approximately 1 dB per bounce when the
polarizing beam splitter is also taken into account.23
A microelectromechanical systems (MEMS) tip/tilt
mirror array would be preferable. As discussed else-
where,2” however, a two-state tip/tilt MEMS mirror,
in which the pixels can tip either of two stable states,
requires twice as many bounces in a binary cell as with
a liquid crystal. On the other hand, MEMS-related
losses are expected ultimately to be in the 0.1-dB
range, making this an attractive alternative despite
the larger number of bounces.
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