Optically produced true-time
delays for phased antenna arrays
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A device is described for generating true-time delays optically for microwave signals used in beam
steering and beam shaping in phased-array antennas. The device can be adapted to provide delays from
picoseconds to nanoseconds. A single, compact unit should provide parallel delays for more than 64
independent antenna elements with a greater than 6-bit resolution. The time delays are produced by
multiple reflections in a mirror configuration with continuous refocusing. A single spatial light modu-
lator selects independent optical path lengths for each of the parallel antenna elements. Amplitude
control for beam shaping can be integrated into the device. The unit can be made rugged for harsh
environments by use of solid-block construction. The operation of the true-time delay device is de-
scribed, along with the overall system configuration. Preliminary experimental data are given. © 1997

Optical Society of America

Key words: True-time delay, phased-array antennas.

1. Introduction

Phased-array antennas have the potential for a wide
variety of applications from surveillance, tracking,
astronomy, and geodesy to wireless and satellite com-
munication. Phased-array antennas consisting of a
number of independent, small-element antennas can
be electronically scanned by reprogramming the way
in which signals of the individual elements are com-
bined.

The performance of phased arrays so far, however,
has been limited because phase-shifting electronics
are intrinsically narrow band. By replacement of
phase shifts with true-time delays (TTD’s), signals
from different elements can be correlated indepen-
dently of frequency. Electronically implementing
the TTD is generally impractical because of the need
for many long lengths of strip line, waveguides, or
coaxial cable, which are expensive, bulky, and tem-
perature sensitive. Because long paths are compar-
atively easy to obtain optically, photonic systems
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promise a means of obtaining the beam agility of
array systems combined with wide bandwidth.

Approaches to optical TTD tend to fall into two
categories: those using fibers-1! and those using
long free-space paths.l-16 Some fiber approaches
use multiple optical switches or broadcast the light
over all possible paths at once. Wavelength-
division-multiplexing schemes have recently been de-
veloped by use of fiber Bragg gratings.4® Free-space
systems have also used multiple optical switches for
switching the beams between sequential optical
paths. These optical switches are usually liquid-
crystal based.

We describe here a TTD device that falls into the
free-space category but uses a multiple-pass optical
cell with refocusing mirrors that has the advantage of
avoiding beam-spreading problems. This approach
differs from previous free-space approaches in that it
uses only one optical switch or spatial light modula-
tor (SLM) and one beam splitter, rather than one or
more SLM’s for each bit. The device controls a sep-
arate light beam for each antenna element and mod-
ifies the length of the path that each beam travels
through the cavity. Many beams circulate through
the cell simultaneously, and the length of the path
that each beam travels is controlled independently.
The amplitude of each beam is also independently
adjustable for full phased-array beam shaping, and
the device is fully reciprocal in that it can be used for
either transmitting or receiving.
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The optical TTD approach presented here has its
roots in a three-mirror optical cell that was designed
originally by J. Whitel? for spectroscopic measure-
ments requiring very long optical paths through a
gaseous sample. The original White cell has been in
common use in the spectroscopy community since its
inception. White later made modifications for spe-
cial applications.’® The original White cell has also
been used for time delays, either as a tapped delay
line?? or for pulse-train generation.2® Other uses in-
directly related to time delays include acoustic puls-
ing?! and cineholography.22 The White cell has even
been adapted for optical computing.23

We start in Section 2 by describing the details of
operation of the TTD device. In Section 3 we show
how the device fits into an overall antenna system,
and in Section 4 we present some preliminary exper-
imental data from a working prototype. In Section 5
we discuss the expected performance capabilities,
and in Section 6 we devote time to conclusions and a
summary.

2. Theory of Operation

A. Introduction

The TTD device operates by allowing each of many
independent beams to make a controlled number of
passes back and forth through an optical cavity.
The device is based on the White cell,’” a simple
optical cavity consisting of three spherical mirrors
that recirculates a beam many times through the cell
and refocuses the beam on each pass. The TTD de-
vice we describe here operates similarly but has ex-
tensions to achieve our purpose. First, it
recirculates many beams simultaneously. Also, the
time each beam spends bouncing back and forth in
the cell is controlled independently by use of a single
SLM. Then we use two cells of different optical path
lengths but one mirror in common, that mirror being
the surface of the SLM. This configuration in-
creases the range of possible transit times.

In Subsection 2.B we begin by reviewing the oper-
ation of the original White cell. In Subsection 2.C
we discuss the first modifications for the generation
of variable TTD’s including the incorporation of the
SLM. Then in Subsection 2.D we describe the
compound-cell approach to developing a practical
TTD device, and in Subsection 2.E we improve the
compound-cell device even further by making the
mirrors different. In Subsection 2.F we show that
this final design results in many more different de-
lays times for the same number of beam transits
through the cell. In Subsection 2.G we show how
integrated amplitude control can be implemented,
and finally in Subsection 2.H we discuss some con-
struction options that can make the device mechan-
ically rugged.

B. Basic White Cell

A diagram of the original White cell is shown in Fig.
1. It consists of three identical spherical mirrors, all
of the same radius of curvature, as shown in Fig. 1(a).
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Fig. 1. (a) Basic White cell. (b) Operation of the White cell: The

beam is introduced into the cell by means of an input turning mirror,
expands to fill mirror B, and is imaged to a point again on mirror A.
(c) The beam expands again, this time filling mirror C, and is focused
to a new point on mirror A. C. C., center of curvature.

Mirror A is separated from mirrors B and C by a
distance equal to their radii of curvature. The cen-
ter of curvature of mirror A lies on the optical axis
and falls between mirrors B and C. The alignment
of mirrors B and C is such that their centers of cur-
vature land on mirror A, each a distance & from the
optical axis. Light from mirror B is imaged by mir-
ror A onto mirror C and vice versa.

During operation light enters the White cell from a
spot imaged onto a small, flat mirror called the input
turning mirror, as shown in Fig. 1(b). The input
light beam is prepared so that it expands to fill mirror
B. Mirror B refocuses the beam to a point on mirror
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A. Ifthe beam enters the cell at a distance d; from
mirror B’s center of curvature, it will be focused to a
point the same distance d; on the opposite side of the
center of curvature. From there, the beam is re-
flected by mirror A, expands again, and just fills mir-
ror C, as shown in Fig. 1(c). Since the point being
imaged by mirror C is located a distance d,, from the
center of curvature of mirror C, that mirror refocuses
the light beam to a new spot a distance d, away from
mirror C’s center of curvature on the opposite side.

This process continues as shown in Fig. 2(a), which
is drawn from the perspective of looking at mirror A
from the right-hand side of Fig. 1. The centers of
curvature of mirrors B and C are shown, and the
spots, alternating from top to bottom of mirror A, are
numbered in the sequence in which they appear.
The optical axis is at the center of the figure, coincid-
ing with spot 8. The spots eventually miss mirror A.
The number of total bounces is determined directly
by the spacing 25 between the centers of curvature of
mirrors B and C and by the overall size D of mirror A.

It is possible to extend the original White cell to
include more than one beam of light. Suppose a
particular input beam is not introduced on a line that
contains the centers of curvature of mirrors B and C,
as it was shown in Fig. 2(a). When an input beam is
introduced off that line, say, by an amount y, as
shown in Fig. 2(b), the spots alternate from top to
bottom and left to right. Mirror A is now shown as
a square rather than round section of a spherical
mirror. Also, the turning mirrors have been ex-
tended.

We can predict the location of each successive spot.
Suppose the spot on the input turning mirror is lo-
cated a distance —D/2 — 3 from the optical axis in the
x direction and at a distance —y, in the y direction.
Successive bounces will appear at locations given by

(%my Ym) = [[— g + (2m — 1)8], —yo], m even,

(xm’ym):{|:+§_(2m_ 1)8},3’0], mOdd7
(1)

It is possible to use the entire area of mirror A.
Figure 2(c) shows mirror A with a series of input
spots introduced at the input turning mirror at the
bottom of the figure. The darkened spots are those
corresponding to beam 6 on the turning mirror. The
individual beams maintain their independence, each
tracing out a unique sequence of spots. No two
beams ever strike the same point on this mirror dur-
ing the progression.

Fig. 2. (a) Sequence of spots for an input beam in line with the
centers of curvature of mirrors B and C. The optical axis inter-
sects the mirror at its center, coincident with spot 8. (b) Con-
struction used to predict the location of the next spot. The mirror
has been made a square section of a spherical mirror. (c) An array
of input beams, with beam 6’s sequence highlighted.
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C. Modifications to the White Cell

We now make our first set of modifications to the
White cell to adapt it to variable TTD applications.
The modifications are shown in Fig. 3(a). The first
modification is to change mirror A from a curved
mirror to a flat one and to add a lens of focal length £,
where f is equal to the radius of curvature of the
original spherical mirror. In this case the lens—
mirror combination is optically equivalent to the mir-
ror it replaces. Next, we replace the flat mirror
(mirror A) with a reflective SLM. The SLM, which
can be either electronically or optically addressed, is
configured to rotate the direction of polarization of
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the reflected beam by 90° at any particular pixel that
is activated. Finally, we add a polarizing beam
splitter, adjusting the distances to mirrors B and C to
maintain imaging. We require the input light to be
polarized in the plane of the paper of Fig. 3(a). The
beam splitter reflects light polarized in the plane per-
pendicular to the paper but transmits light polarized
parallel to the plane of the paper. In this way, light
reflecting from an activated pixel is turned out of the
cell. We refer to a cell with these modifications as
type L.

We are interested in the time delays experienced
by the light pulses propagating through the cell. We



see that the time delays are in units of the transit

time Ty g ) from mirror A (now the SLM) to either

mirror B or mirror C and back, where

2[R + (n — 1)S]
v

Tageo = (seconds), (2)

where R is the distance between mirror A and either
mirror B or C, n is the refractive index of the beam-
splitter cube, S is the length of the cube, and v is the
velocity of light in free space.

We can now start to make the connection with
phased-array microwave antennas. Phased an-
tenna arrays require many independently variable
time delays, so we introduce multiple light beams
into the TTD device, as shown in Fig. 3(b). We as-
sociate one light beam with each antenna element.
The TTD device then simultaneously generates inde-
pendent delays for each antenna element. Address-
ing the appropriate pixel of the SLM allows each of
these light beams to be made to transit the cell a
different number of times. The beams entering the
cell are all polarized such that they pass through the
beam splitter unaffected. When a particular pixel
on the SLM is addressed to rotate the beam polariza-
tion, the beam is then reflected by the beam splitter
rather than transmitted and is turned out of the cell.
For example, the beam shown in Fig. 3(a) is turned
out after two reflections off the SLM.

The type I approach has difficulties with respect to
the output optics because the beam leaves the time-
delay cell from a different point and at a different
angle, depending on the particular delay chosen. Al-
though we have designed the required output optics,
they are cumbersome and actually are not needed
because a better cell design exists, as described in
Subsection 2.D.

D. Compound Cell

One can implement a better TTD photonic device by
next adding a second pair of identical spherical mir-
rors (call them E and F), as shown in Fig. 4. We
refer to this configuration as type II. Mirrors E and
F have the same focal lengths, but these are different
from those of mirrors B and C.

Now we have dual cells, joined at the beam splitter.
A single lens next to the SLM cannot satisfy the
focusing conditions for both the cell containing mir-
rors B and C and the cell of mirrors E and F. We
solve this problem by using two different lenses of
focal lengths f; and f,, which are now moved to the
output sides of the polarizing beam splitter. The
focal lengths are chosen to compensate for the new
lens and mirror locations.

In the type II device of Fig. 4 there are different
transit times in the two cells because of their differ-
ent path lengths. In this configuration instead of
ejecting a given beam after a predetermined number
of transits, each beam makes the same total number
of transits through the device. Now, however, the
SLM is used to control the number of those transits
that are made to mirrors B and C and the number

Mirror E Mirror F

analyzer
polarizer

o

detector array

output beams

Mirror C

™. polarizing
beam splitter

Fig. 4. Type II cell consisting of two type I cells that share the
SLM as a common mirror and also share the beam splitter.

that are made to mirrors E and F. The minimum
possible delay corresponds to a path having all the
bounces through the shorter cell, and the maximum
delay results from all passes traveling through the
longer cell. The smallest delay increment A is the
difference between the two-way path lengths through
the shorter and longer cells:

A= TA(B,C) - TA(E,F)a 3)

where the values of T' are found by use of Eq. (2).
The total differential delay is some integer multiple
of that delay increment.

Making the radii of mirrors E and F nearly equal to
the radii of mirrors B and C allows the differential
time delay to be made small. Similarly, the delay
difference can be quite large if the compound cell is
more asymmetric. For this reason the device is suit-
able for quite small delays as well as large ones.

In the type II configuration every light beam makes
the same number of trips through the device, even
though the particular path varies with the delay cho-
sen. Every beam makes a predetermined number of
spots on the SLM and leaves the cell from a point on
the output mirror as determined only by that beam’s
entrance point on the input turning mirror. Thus
the optics required, for example, in the transmit
mode to couple the outputs to the antenna elements
(or the corresponding optical fiber in the case of re-
moting), are fixed and identical regardless of the total
delay selected.
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E. Final True-Time Delay Device

We make one further modification: We remove the
restriction that the two focusing mirrors in each cell
be identical. We can thus obtain many more delay
increments for a given number of bounces. Figure 5
shows this final configuration—call it type III—for
the case in which mirrors E and F have different focal
lengths. Mirrors B and C could also be made differ-
ent from each other but are shown the same in the
figure without loss of generality. Again, lens f, is
chosen to satisfy the new imaging conditions.

We point out that, although the lenses are different
for the two arms, the imaging is still 1:1 for any of the
paths, so that each light beams hits the SLM in the
same sequence of spots regardless of which path that
beam follows in the dual cell. Also, each beam again
exits the cell at a fixed location, independent of the
delay.

To determine the attainable time delays, we begin
by examining the possible paths of the beams. From
the input turning mirror the geometry is such that all
beams must go to mirror B. From mirror B the
beams return to the SLM, completing the first tran-
sit, at which point their individual polarizations are
either rotated or not. Ifthe polarization of a partic-
ular beam is not rotated on the first bounce it pro-
ceeds to mirror C. If the polarization is rotated the
beam goes to mirror F. After the second transit each
beam can go either to mirror B or E, again on the
basis of whether the corresponding pixel on the SLM
is activated.

We next label the mirrors as odd or even, depend-
ing on the number of the bounce from the SLM.
Thus mirrors B and E are even since the beam can
visit these mirrors only after an even-numbered
bounce, and similarly mirrors C and F are odd.
Light leaving an odd mirror can be directed only to an

Mirror F

Mimor E

2 es2

SLM

———— br2=cr2 —%

Fig. 5. Type III TTD device. The device shown here has a con-
siderably greater range of time delays than does the type II device.
The distances b, c, e, and [ are optical path lengths.
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even mirror, and vice versa. A transition diagram is
shown in Fig. 6. Let m be the number of times each
independent beam travels from the SLM (or input
turning mirror) to any one of mirrors B, C, E, or F and
back to the SLM. For example, m = 16 in Fig. 2(c).
In our device the symmetry is such that m will always
be an even number; thus there will always be m/2
bounces off the odd mirrors and m /2 bounces off the
even mirrors.

F. Time Delays in the Final Device

We can now write the expressions for the transit time
through the device. Let b, ¢, e, and f be twice the
optical distance from the SLM to the corresponding
mirror, as shown in Fig. 5. Also let ; be the number
of bounces off (even) mirror E and let j be the number
of bounces off (odd) mirror F. Then there will be
(m/2 — i) bounces off the other even mirror, B, and
(m/2 — j) bounces off the other odd mirror, C. The
values of i and j for any particular light beam are
governed by the particular pixels activated on the
SLM.
The total transit time is then given by

T=i[a+b(g)—i+ﬁ+c(2>—4}
1[ m i }
=~{b+c)—+(—-bi+(f-o)t. (4)
v 2

Equation (4) shows that the total transit time has a
constant portion,

1
Ty==(b+c) =, (5)
v 2
and a variable portion,
1
Tv=;[(e—b)i+(f—c)j]. (6)

Equation (6), the controllable delay time, depends on
only the two path differences (e — b) and (f — ¢) and
the selection of i and j.

The allowed range of time delays is determined by
the counters i and j. For the odd mirrors either

eve

Fig. 6. Transition diagram showing the allowed progressions of
the beams from mirror to mirror. The beam must always go to
mirror B after the input turning mirror (bounce zero).



mirror C or F can be selected each time, so that
counter j can range from 0 to m/2. For the even
mirrors, the beam must first go to mirror B; mirror E
cannot be selected until after the beam has struck the
SLM at least once. Mirror E can thus be selected a
maximum of m/2 — 1 times, so the counter i can
range from 0 to m/2 — 1.

We now wish to optimize Eq. (4) to provide the
longest complete sequence of delays for a given num-
ber of transits m. Let us assume thate > b and f >
c¢. Thus the minimum possible total delay will be
obtained if all bounces are between mirrors B and C,
that is, i = j = 0. All paths will have at least this
minimum delay T, in common. The next possible
shortest delay would be obtained if the beam were
diverted to the even mirror having the longer focal
length one time, that is, it goes to mirror E instead of
mirror B on one of the even passes, ori = 1 andj =
0. Here we have assumed that (f — ¢) > (e — b).
Note that the beam still visits mirror C on every odd
pass.

For a given desired delay increment A, we choose
the focal lengths of mirrors E and B such that

1
—(e—b)=A. (7
v

For delays of A, 2A, 3A, etc. to be produced, the beam
is deflected to mirror E the corresponding number of
times, which is accomplished by incrementing i.
The maximum value that i can attain, however, is
m/2 — 1, giving a delay of (m/2 — 1)A. To continue
the sequence, then, one would like to increment j, the
number of visits to the longer-focal-length odd mir-
ror, and reset i to zero. Recall our assumption that

f > c. Thus one chooses the focal lengths of mirrors
F and C such that

1
S(f-e)=2A )
v 2

In effect we are counting in a base (m/2) system,
where i is the digit in the ones place and j is the digit
in the (m/2)’s place, which is the next significant
digit.

Note that there are no particular constraints on the
actual choices of lengths b, ¢, e, and f, only on the
differences e — b and f — ¢. Therefore, to keep the
overall device size as small as possible, it is advan-
tageous to make b and c as small as possible, thereby
keeping e and fsmall. As long as the difference e —
b is the appropriate length with respect to f — ¢, the
lengths can be chosen at will.

The maximum possible delay results when the
beam passes from mirror E to mirror F and back as
often as possible, so that there are j = m/2 trips to

mirror F and i = m/2 — 1 trips to mirror E. The
maximum time delay is therefore

el e

_(m*+2m — 4)

1 9

We see that the maximum delay goes quadratically
as the number of bounces. For 16 bounces, 72 dif-
ferent individual delays, from 0 to 714, are possible.
A straightforward algorithm exists to find the se-
quence required to produce any particular integer
multiple of the delay A.

G. Amplitude Control

For complete control of a radar beam, one wants, in
addition to TTD’s, control of the amplitude of the
signal sent by each antenna element for purposes of
beam shaping and nulling. In the TTD devices de-
scribed here the amplitude control can be integrated
directly into the TTD device by instruction of the
SLM to elliptically polarize each beam just before it
leaves the cell, as shown in Fig. 4. This change to
elliptical polarization is accomplished by the applica-
tion of appropriately less than that input required for
a change from horizontal to vertical linearly polarized
light, so that the analyzing polarizer transmits the
desired amplitude at the output. The appropriate
control signal is applied to the pixels in the last row
on the SLM, for example, row 15 in Fig. 2(c), so that
the last bounce is used for amplitude control of each
beam rather than for timing. If amplitude control is
implemented, the total number of delays is reduced
slightly since the last bounce on the SLM cannot be
used for choosing a path.

H. Construction Options

For a slightly different configuration, the optical path
lengths in the two cells can also be made different by
variation of the refractive index of the material be-
tween the beam splitter and the mirror pairs. More-
over, the unit can be made rugged by use of a solid
material instead of air, as shown in Fig. 7. There we
see a possible solid-block construction. The spheri-
cal mirror surfaces can be ground onto the ends of the
glass or other optical material, and those surfaces can
then be coated for enhanced reflectivity. Some
change in material will be necessary to produce the
lenses at the outputs of the beam splitter. This solid
construction is appealing because it is rugged and
could be made comparatively temperature insensi-
tive.

3. System Configuration

Figure 8 shows how the TTD device would fit into a
phased-array antenna system. We see two configu-
rations, one for transmitting and one for receiving.
Our optical TTD device is shown in the centers of
Figs. 8(a) and 8(b). There is one beam through the
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Fig. 7. Solid-block construction of the TTD device, shown for the
type III device.

device for each antenna element; each beam is inde-
pendently delayed and amplitude controlled.

In the transmit mode, shown in Fig. 8(a), a sepa-
rate polarized and rf-modulated light beam is intro-
duced into the cell for each of N antenna elements.
The N beams can be generated by N lasers or by use
of a1 X N splitter as shown in the figure, and a single
rf-modulated laser beam. The light source(s) can be
of any single wavelength and need not necessarily be
lasers since the TTD device will work for incoherent
as well as coherent light.

The N identical rf-modulated light beams are in-
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troduced into the TTD device. The beams are given
the N individual time delays associated with the de-
sired steering angle. Each independently time-
delayed beam is detected by a photodetector that
drives a transmit module (amplifier and antenna ar-
ray element). The amplitude of each light beam is
adjusted individually for antenna beam shaping.

Figure 8(b) shows the receive case, in which N
array-element signals modulate N independent light
beams. The beams are input into the TTD device
and are delayed individually to form the desired re-
ceive pattern. The amplitude control can be used for
null steering during this receive preprocessing oper-
ation.

4. Experiment

We have built a proof-of-concept type I device (refer to
Fig. 3) and demonstrated controllable TTD’s of a laser
beam, measured in the time domain. The experi-
mental apparatus is shown in Fig. 9(a). The SLM is
a Hughes liquid-crystal light valve (LCLV) that is
addressed optically by use of a collimated incandes-
cent light source and a scanning slit. The spherical
mirrors have a multilayer dielectric-coated front sur-
face and a radius of curvature of 500 mm. The lens
to the right of the beam splitter has a focal length of
400 mm. Thelensislocated 400 mm from the spher-
ical mirrors and 123 mm from the reflecting surface of
the LCLV. This takes into account the optical thick-
ness of the beam splitter and the light valve.

The turning mirror(s) must be in the same plane as
the reflecting surface of the LCLV, which is not phys-
ically possible with this light valve because that sur-
face is buried behind a half-inch glass substrate. We
therefore use an additional mirror, called an auxil-
iary mirror, located above the LCLV. Spots on the
LCLV are imaged onto the auxiliary mirror by means
of mirror C, and spots on the auxiliary mirror are

array of modulated
laser diodes

optical

true-time — beam-forming
gela}ye NJ | Processor
evic

(a) Transmit microwave TTD system configuration.
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imaged back onto the light valve by means of mirror
B, as shown in Fig. 9(b). The polarizing beam split-
ter is located in front of the LCLV, and light is ejected
from the system only after it bounces off the LCLV.
For this reason our demonstration cell was limited to
delays that were multiples of two round trips through
the cell.

The light beam being delayed was a green beam
from a 3-mW argon laser, A = 514 nm. It was pulsed
by use of an external Pockel’s effect optical gating
device that produced ~250-ns pulses with a less than
1-ns rise time. A portion of the optical power was
diverted for triggering by use of a beam splitter.
The trigger detector was a Thor Laboratories Model
DET1-S1 p-i-n detector, followed by a Hewlett-
Packard Model 462A amplifier. The signal detector
was a Newport Model 877 avalanche photodiode,
used with a Hewlett-Packard Model 461A amplifier.

The pulsed laser beam enters the cell by means of
the input turning mirror and bounces back and forth
in the cavity until it strikes an activated pixel on the
LCLV. Then the beam is reflected by the polarizing
beam splitter and strikes the photodetector. One se-
lects the number of bounces the beam makes in the cell
by moving a slit across the back of the LCLV to illu-
minate the appropriate pixel. The row of spots from
the SLM is imaged onto the detector plane. For this
simple demonstration, a single detector is moved to
each spot to measure the corresponding delay.

The digital oscilloscope, Hewlett-Packard Model
54501A, compares the delayed beam to the trigger
beam. Figure 10 shows an undelayed beam super-
imposed with three separately delayed beams. The
lower trace is the trigger signal. The signals are
inverted, and only the leading edges of the pulses are

n—

mirror

reference Y
detector
. LCLV face
infrom 3
mW Argon
laser z X

(b) Front view of the light valve and auxiliary mirror.

shown. Each trace is an average of 60 pulses. The
large number of pulses was necessary only because of
the speed limitations of the sampling oscilloscope.
The sweep rate is 5 ns/division, and the delays are
measured to be 0, 7.2, 14.0, and 21.3 ns, respectively.
This gives an average delay difference of 7.1 ns. The
measurement error is approximately *1.2 ns, mean-
ing our measured delay matches the predicted delay,
based on physical measurements of the path, of 6.8 ns.

5. Performance

We next address the factors determining the range of
delays, delay resolution, number of beams supported,
and switching speed. First, the cumulative power
losses resulting from imperfect reflection limit the
total number of independent delays per beam. The
greatest source of loss is expected to be at the polar-
izing beam splitter, which has a transmission factor
T, for p-polarized light and reflection factor R, for
s-polarized light. The losses, typically of the order of
0.03 at the beam-splitting surface, are experienced on
each pass through the beam splitter, that is, twice per
cell transit. Properly coated mirrors and lenses will
have losses of the order of 0.005 or better. For a
single transit from the SLM to an opposing mirror
and back, a given beam leaves the spherical mirror
(transmission of 0.995), crosses the input and output
faces of the beam splitter and lens twice each (trans-
mission of 0.995%), crosses the input face of the SLM
twice (0.9952), reflects off the back surface of the SLM
once (0.995), and suffers some attenuation at the
beam-splitting surface itself (0.97%). The resulting
worst-case total loss in one transit is 1 — (0.995)!

(0.97)2, or approximately 11%. For 16 transits (72
delay increments), that results in a total transmis-
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sion of 0.15 (—8.2 dB), which is reasonable. There
may be some additional loss that is due to scattering
by the liquid-crystal molecules in the SLM, as well.
This has not been well characterized since loss is not
an issue in typical SLM applications.

Whereas the number of bounces is limited by the
transmission losses, the number of independent beams
is determined by the SLM’s size and resolution. Sup-
pose the pixel size is chosen to be 150 um, a conserva-
tive value for which there is no interaction between
light-valve pixels. Then an area on the SLM of 9.6
mm X 2.4 mm on a side is sufficient to process 64
beams in parallel. Commercially available SLM’s of
25.4 mm on a side can therefore be used to process
25.4/0.15 = 169 independent light beams to drive 169
antenna elements. Alternatively, if a multiple-
beam antenna application is required, the 169 inde-
pendent light beams could be used in a multibeam
fashion. If there were only 42 antenna elements,
then four entirely different beams, each of which has
full direction and shape control, could be produced.

One concern with the White cell historically has
been astigmatism,24-26 which is a consideration in
spectroscopy when the number of cell transits can be
in the hundreds. The TTD device presented here
requires a comparatively small number of refocus-
ings, and indeed we have not observed any noticeable
distortion in our experiments. The small number of
transits (~16) and relatively short cell lengths also
make the TTD device far less susceptible to align-
ment errors and vibrations compared with spectro-
scopic White cells, which may use 10-m cell arms and
hundreds of bounces.8

The lengths of the delay increments are deter-
mined by the optical distance to the mirror pairs from
the SLM. To get long differential delays, of the or-
der of nanoseconds, one would choose one cell of the
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device to have a long path and the other cell to have
as short a path as possible. A long path could be
folded around the outside of the smaller path in the
interest of compactness. For smaller delays the two
cells would be designed to be close in dimensions or to
use materials of different refractive indices. Delay
increments less than 10 ps should be possible.

The time required to switch between beam-
steering directions is determined by the switching
time of the SLM. There are various SLM technolo-
gies available2? with different switching speeds. Re-
sponse times of 50 ps have been measured for
ferroelectric liquid crystals (FLC’s),28-2° and response
times as fast as 13 ws are predicted for FL.C’s.30 The
FLC’s have the low loss associated with liquid crys-
tals and can be made in arrays as large as 256 X 256
pixels. Contrast ratios of 80:1 have been mea-
sured.3! It should be noted that FL.LC SLM’s are bi-
nary and cannot produce the required partial
polarization change for amplitude control.30

6. Summary

We have described a photonic TTD device that easily
could, using commercially available components, pro-
duce 64 different delay times (6-bit resolution) for 169
separate signals in parallel, with integrated ampli-
tude control. The TTD device uses two optical cells
that have one reflective surface in common, the SLM.
One light beam for each antenna element circulates
in the cells and is constantly refocused as it
progresses. The common reflective device is a SLM
that directs a given beam into one cell or the other by
rotating the plane of polarization. A polarizing
beam splitter transmits the beam into one cell or
reflects it into the other. Choosing the number of
times a given beam goes into each cell allows various
lengths of time delays to be obtained.



Each of the two optical cells has two focusing mirrors
in addition to their common SLM and polarizing beam
splitter. We have shown that, by making the mirrors’
focal lengths the same in one cell but different in the
other, it is possible to produce approximately m?/4
different time delays for m passes through the device.

Amplitude control can be integrated into the TTD
device by use of the last bounce on the SLM for a
partial polarization change rather than delay path
switching. An analyzing polarizer at the detectors
then passes the desired beam power.

We have demonstrated experimentally, as a proof
of concept, a TTD unit that constitutes one half of the
proposed device. We have shown three delays of ~7
ns each; the delay increment is a function of the
choice of mirrors. In practice, using the compound-
cell TTD device could permit delays from a few pico-
seconds to many nanoseconds.

Among the advantages of this approach is the phys-
ical size of the TTD device, which is determined by
the number of beams, the delay increment, and the
SLM resolution. The constant refocusing in the cells
means that diffraction over long optical paths does
not imply an increase in the physical size of the unit.
Other advantages include flexibility in light-source re-
quirements, since there are no restrictions on source
wavelength or coherence. The design is fully recipro-
cal in that it can be used equally well in the receive or
transmit mode. Finally, this approach has the added
benefit of integrated amplitude control for beam shap-
ing and null steering. The design presented here can
provide photonic TTD for the high-performance wide-
band phased-array antennas of the future.
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